© Partition SCSI Hard Disk Drive ifany with the DTC “ASFDISK" utility. ; 
CG) DOS Format the Partitions created. (Refer to DOS Manual. 
C) Installation is complete, re-boot the system. 


3. Adding or updating your Configuration 


If you are adding another SCSI device(s ) to a previously installed 
3510A then the EZ-Install Utility can be used to check and update the 
device drivers. 

Change the directory of the boot drive to the 


DTC Driver directory. 
CD \DTCSCSI 
Install 
2. Windows 95 


Refer to the Readme.95 file included on the driver disk for 
Windows 95 installation. In these text file are detailed instructions 
installing DTC Drivers in Windows 95. 


To view Readme.95 please follow these simple instructions: 
O At the DOS prompt, type A: 

QO CD \WIN9S5 

OC) Edit Readme.95 


Follow the instructions in the Readme.95 file to install | 
3. Other Operating Systems 


Windows NT, Unix, Novell, and OS/2 drivers are supported with built-in 
drivers included with your operating system software. Please refer tothe DTC 
BBS for details. 


4. TROUBLESHOOTING 


scans the SCSI bus but does not find all the devices attached. 

Solution: 

a. Confirm that each SCSI device has a unique SCSI ID, and none of them is 

ID=7. 

b. Verify SCSI Bus cabling and SCSI Bus Tezmination are installed properly. 
Problem: When the DTC 3510A DOS ASPI Manager scans the SCSI bus, all 
the SCSI ID's display the same drive. 

Solution: 

A SCSI device ID may be conflicting with the DTC 3510A SCSI ID 

or another attached SCSI device. Check the device ID. 


5. Limited Hardware Warranty | 
| 
| 


Problem:. During boot, the DTC 3510A DOS ASPI manager successfully | 


Data Technology warrants the DTC3510A against defects in materials and workmanship 
for a periodof one (1) years from the date of original retail purchase. Data Technology 
will, at its option, repair, replace, or refund the purchase price of the defective product 
if retumed, with a copy ofthe bill of sale, shipping prepaid, during the warranty peziod. 
Data Technology will not be liable for special, incidental, or consequential damages 
arising out of the use of this product and in no event shall the liability of Data 
Technology exceed the actual amount paid by purchaser for this product. | 


This device complies with the Part 15 of the FCC miles. Operation is subject to the following two 
conditions: (1) this device may not cause harmful interference, and (2) this device must accept 
any interference received, including interference that may cause undesired operation. However, 
there is no guarantee that interference will not occur in a particular installation. Data Technology 
is not responsible for any television, radio, or other interference ree by unauthorized 
modification of this product. - ee cae - 


If interference does occur, try to correct the ‘interference by one of more of the following 


FCC Warning : 


measures: 

- Reorient the receiving antenna - > 

- Relocate the computer with respect to the receiver’ | 

- Move the computer away from the receiver 

- Piug the computer into a different outlet so that the computer and 
receiver are on different branch circuits. 

* .Ifnecessary, consult your déaler or an experienced 

redio/television technician. | 


NOTE: When interfacing with an external device, a shiclded cable must be used to comply with 
FCC regulations. 


Modifications to this equipment that are unauthorized by the manufacturer may void the user's 
ight to this device a ing to FCC rules. 


Ist edition 
April 1997 


Copyright © 1997 DTC Data Technology. All rights reserved. 

No part of this publication may be reproduced, transcribed, transmitted, or storedina | 
retricval system, or translated into any language in any form by any means without 
permission in writing from DTC Data Technology. | 


Licenses and Trademarks 

DTC Data Technology, its products and the DTC logo are trademarks or service marks of 

DTC Data Technology. DTC reserves the right to make changes in product design or | 

specifications without prior notices and is no way responsible to any errors that may | 

appear in this documentation. | 
| 
| 


All other brand names or product names are trademarks or registered trademarks of their 
respective holders. 


. About DTC... 


DTC Data Technology designs, manufactures and is a leading supplier of disk controllers 
for over 17 years, developing one of the broadest range of products in the industry. | 
Founded in 1979, DTC is a leader in advanced IDE, EIDE , I/O, SCSI and wireless LAN 
technology. DTC is a recognized value leader among OEM's, integrators, and 
distributors in providing cost-effective peripheral solutions for'the PC. In 1995, DTC 
has made significant investments in R&D resulting in planned product introductions in 





-RAID solutions, and networking products. DTC products are widely distributed in the 


USA, Canada, and the rest of the world. 


DTC Data Technology : a 


1515 Centre Pointe Dr. SO ! 


Milpitas, CA 95035 
tel. no. (408) 942-4000 


Technical Support Phone: (408) 262-7700 (7:30AM. to 5:00P.M PST) 
24-hr. Fax Response System: (408) 942-4005 


24-hr. Bulletin Board Service (BBS): (408)942-4010 


BBS modem setting: 


Baud rate:14.4Kbps Data Bits:8 Stop Bit:1 Parity: None 


Website: http:/Awww.datatechnology.com 
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1. INTRODUCTION 





The DTC3510A is a cost effective interface between your'PC 

bus and SCSI devices. This allows installation of up to seven (7) 
non-bootable SCSI-1 or SCSI-2 devices in a single 16-bit ISA 

bus expansion slot. 


Before installation, inspect the 3510A for physical damage that 
may have occurred during shipment. To prevent damage to the 
card from static electric discharge, leave the board in its anti- 
static cover, until installation. 






50-pin internal connector 
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Figure 1. Diagram of DTC 3510A SCSI Host A 





Default Settings 

Most settings of the DTC3510A ISA SCSI have been set 
by the software unless noted by an asterisk (*) then they 
are set with jumpers. These are : 


Function Default Settings 

SCSI ID 7 

Interrupt Channel(IRQ) 11 (ON)* 

Alternate Port address 340h (ON)* 

SCSI disconnect Enabled 

SCSI Parity Enabled 

Terminators Installed 
JumperSettings 

ON= I OFF=E3) 


a. Default IRQ Settings: In most cases, you can use these 
default settings without change. If you need to re-configure IRQ 
settings to avoid conflict with another device, you will need to 
add the "/Qxx" (where xx denotes IRQ number) switch after the 
ASPI3520.SYS line in your CONFIG.SYS file before installing 
the DTC 3510A host adapter. For example, the ASPI3520.SYS 
driver statement for using IRQ 10 should be: 


DEVICE=C:\DT CSCSNASPI3520.SYS /Q10 
Note: Do not set IRQ to 12 for system with PS/2 mouse. 


b. Port Address: Primary 340h = On Secondary 140h = Off 


] 


Warning!!! 
PCI motherboards with BIOS like Award BIOS 4.51: 
The IRQ on the PCI configuration of the CMOS setup should be set 
to "Legacy ISA" mode for the DTC 3510A.The CMOS setup for the 
"PnP/PCI Configuration" should be: 


Resource Controlled By: Manual 
IRQ-xx assigned to: Legacy ISA 
xx denotes IRO number used on the DTC 3510A. 


2. HARDWARE INSTALLATION 


For Your Safety. Tur off the computer, 
disconnect its power cord and all devices 
attached to it before you remove the cover. 





1. Verify that all the 3510A jumpers have been properly configured. 
2. Insert the 3510A into an available 16-bit ISA Bus slot. 
3. Connect the SCSI devices to the 3510A. 


* Set a unique SCSI ID for each SCSI device attached . 
The 3510A SCSI ID has been set to 7. 


* For all internal SCSI devices, connect one end of a 
50-pin SCSI ribbon cable to the 50-pin header 
(J2) on the 3510A. Be sure that pin 1 of the 
50-pin header is connected to pin-1 of the 
SCSI devices. 


* For all external SCSI devices, connect one end of a 
50-pin SCSI cable to the 25-pin external 
connector (J1) on the 3510A required to have 
termination. 


4. SCSI Bus Termination and Cabling 
Proper SCSI Bus termination and cabling are required for reliable operation of your 
SCSI peripherals. PLEASE REVIEW THIS SECTION CAREFULLY. The 
first and last physical devices connected to the SCSI bus are required to have 
termination. The remaining SCSI devices connected to the SCSI bus must have their 
termination removed. 

If Internal or External only SCSI devices are attached, the 

defaultfactory setting with terminating resistors packs RP1, RP2, 

and RP3 are installed and requires no further change. 





Figure 3: Internal or External only SCSI Device Termination 





If Both Internal and External SCSI devices are attached, remove 
the terminating resistor packs RP1, RP2, and RP3 from the DTC 
3510A host adapter. Verify that termination is installed in the last 
external device attached to the host adapter. 


(CT) =Termination 


installed 
last device 





Figure 4: Internal and External SCSI Device Termination 





3. SOFTWARE INSTALLATION 


Install all required software device drivers in the boot drive. 
Note: The 3510A is a non-bootable SCSI host adapter. 


a. DOS/Windows Installation 
1. EZ-Install ™ 


The Driver Diskette included with your 3510A contains the 
following files: 


Directory Filename Function 
DOS\ ASPI3520.SYS ASPI Manager for DOS 
ADTC-CD.SYS ASPI CD-ROM Driver 
ASCSLSYS ASPI Secondary Disk Driver 
ASFDISK.EXE ASPI Partition Utility 
ASDIAG.EXE ASPI Low Level Format Utility 
INSTALL.EXE EZ Install Utility 
WIN9S\ README.95 Win 95 Installation Process 
README.NT Win NT Installation Process 


2. Initial Installation 


The EZ-Instalf” utility will query all SCSI devices attached. It will 
automatically install all the required device drivers, and update 
your "CONFIG.SYS" and "AUTOEXEC.BAT" files as required 
under the DOS environment. 


Boot DOS from A: or C: drive. 

- Insert the DTC EZ-Install Driver Diskette 
in floppy drive A: 

- Type the following at the DOS prompt: 


A: <cr> (this assumes diskette is in A: drive) 
CD \DOS 
Install 


C) Follow the instructions on the EZ-Instal™ utility windows. The 


EZ-Install™ utility will query all SCSI attached and install 
and configure all required device drivers automatically. 


CO) Reboot the system. 


